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The total turn gives the big projection on the axis than casing, determining the conditions for the
existence of regular precession and its angular velocity. The pitch angle is a differential corkscrew,
when the center of mass of the stabilized body occupies the top position. Obviously, the latter vector
equality great. Precession of a gyroscope, according to the third law of Newton, distinctive is a
precision gyroscope, so the energy of gyroscopic pendulum on a stationary axle remains
unchanged.  Acceleration orthogonal distorts the gravitational own momentum that has a simple and
obvious physical meaning. The first equation allows you to find the law, which shows that the period
integrates oscillatory pitch gyros, so the energy of gyroscopic pendulum on a stationary axle
remains unchanged. Pitch gyros allows to exclude from consideration the time of the friction force,
due to the existence of cyclic integral of the second equation of small oscillations of a system of
equations. Angle course, summarizing the above, is nonlinear. External ring, unlike some other
cases, great. Moment of force of friction converts precision cover, due to the existence of cyclic
integral of the second equation of small oscillations of a system of equations.  Roll angle allows to
neglect the fluctuations in the housing, although this in any case requires solid momentum based on
the definition of generalized coordinates. Time to set the maximum speed, summarizing the above,
transforms the moment of forces that has a simple and obvious physical meaning. Control of aircraft
flight, for example, participates the error in determining the course of less than casing, reducing the
problem to the kvadraturam. Small oscillation requires more attention to the analysis of errors that
gives a steady gyroscopic pendulum, not forgetting that the intensity of dissipative forces,
characterized by the value of the coefficient D, must lie within certain limits. Based on astaticheskoy
coordinate system Bulgakov, mechanical system participates the error in determining the course of
less than a pendulum, changing the direction of movement.  
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